
Project Name: ______________________________ 

               Bid #: ______________________________ 

                Type: ______________________________ 

EC-EVC-L2-11KW 

Features 
• Powerful level 2 charger 

• Large 7” interface screen 

• Multi color LED status indicator 

• SAEJ1772 charging plug (optional NACS plug) 

• Network capable, WiFi, Ethernet, 4G, Bluetooth 

• Removeable cover for easy front panel wiring  

• Weathertight for indoor & outdoor use 

• Charger billing and control with OCPP server 

Applications 

Parking Garages     |     Multi-Tenant     |     Hospitality     |     Shopping Centers 
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Series Model Input Voltage Amperage Mounting Charging Access 

EC-EVC-L2  11KW 208-240VAC  

16A | 32A 

40A  |  48A 
Wall Mount 

Stand Mount  

Open Charging,  

Software Control, RFID 

Access  
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Model No.  EC-EVC-L2-11kW 

Input Voltage 208-240VAC 

Frequency 60Hz 

Amperage 16A        |   32A      | 40A        | 48A  

Power Output 3.8kW   |    7.6W   | 9.6kW   | 11.5kW 

User Interface  

Display 7”(5” optional) LCD Screen 

LED Indicator Yes 

Push Buttons Restart Button 

User Authentication RFID(ISO/IEC 14443 A/B), APP 

Communication  

Network Interface LAN| WiFi/Bluetooth | 4G  

Communication Protocol OCPP1.6 J | OCPP2.0.1 Upgradeable 

Communication Function ISO/IEC 15118 Optional 
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Model No.  EC-EVC-L2-11kW 

Environment  

Operating Temperature -22°F to 122°F 

Humidity 5% ~ 95% RH, Non-condensing 

Altitude ≤6,526ft(2,000m), No Derating 

IP/IK Level NEMA Type3R(IP65)/IK10 

Mechanical  

Cabinet Dimension (WxDxH) 9.65”x14.37”x4.8”(245mmx365mmx121.47mm) 

Weight 16.98lbs(7.7kgs) 

Cable Length 18ft(5.5m) [Standard] | 25ft(7.5m) [Optional] 

Protection  

Multiple Protection 

OVP (Over Voltage Protection), OCP (Over Current Protec-

tion), OTP (Over Temperature Protection), UVP (Under Volt-

age Protection), SPD (Surge Protection Detection), Grounding 

Protection, SCP (Short Circuit Protection), Control Pilot Fault, 

Relay Welding Detection, CCID Self-Test 

Regulation  

Safety  UL 2594, UL2231-1/-2  

Certificate ETL, FCC 

Charging Interface SAE J1772 Type 1 (Standard) | NACS (Optional) 



Light Codes 
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Standby Waiting to 

Plug In 

Waiting to Charge, 

Communicating with 

Vehicle 

Charging In 

Progress 

Finished 

Charging 

Fault 

Solid Blue Solid Green Blinking Green Solid 

Green 

Solid Red 

Error & Warning Codes 

Status Screen Display Remark 

Off Ground 0001 Auto Recover 

RCD Abnormal 0002 Auto Recover 

Over Current 

Protection 
0004 Auto Recover 

Over Voltage 

Protection 
0008 Auto Recover 

Under Voltage 

Protection 
0016 Auto Recover 

Energy Meter 

Fault 
0032 

Contact Customer 

Service 

Control Pilot 

Fault 
0128 Auto Recover 

Over Tempera-

ture Protection 
0256 Auto Recover 

Ground Fault 0512 Auto Recover 

Ground Self-

Test 
1024 Auto Recover 



Dimensions 
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Front View Side View 

Wall Mounting Bracket (Included) Bottom View 


