
Project Name: ______________________________ 

               Bid # : ______________________________ 

               Type : ______________________________ 

Features 
• OCPP 1.6J 

• IP54 / IK10 

• ISO 15118-2 

• Network Ready 

• CCS Type 1 Plug 

• DC Fast Charging 

• 10.1” Touch Screen 

Applications 

Public Transportation   |   Fleet Vehicles     |     Dealerships     |     Commercial Service Centers     
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EC-EVC-L3 SERIES 

 
60kW | 120kW | 240kW 

EC-EVC-L3 D120KW CCS1 18FT NO NA 

      

Series Power Output Cable Type Cable Length Software Connectivity  

EC-EVC-L3 

D60KW = 60,000W 

Max Output 
CCS1 [STANDARD]    

18FT [STANDARD]    

NO   
NA 

LAN 

D120KW = 120,000W 

Max Output 
NACS YES 

Wi-Fi 

D240KW = 240,000W 

Max Output 
4G 

Example: 
Ordering Guide 
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Model No.  EC-EVC-L3-D60KW EC-EVC-L3-D120KW EV-EVC-L3-D240KW 

POWER INPUT 

Phases / Lines: 3P + PE + N 

Voltage: 3P 480VAC (±10%) 

Frequency: 45-65Hz 

POWER OUTPUT 

Charging Outlet: Dual Plug: CCS1*2 | NACS*2 | CCS1+NACS 

Voltage (DC): 200-1,000V  

Current (MAX): 200A 300A 

Power (MAX): 30KW*2 / 60KW 60KW*2 / 120KW 120KW*2 / 240KW 

MAIN PARAMETER 

Cable Length: 18ft 

Dimension (WxDxH): 800mm x 500mm x 1800mm | 31.5in x 19.69in x 70.87in 

Weight: 551.16lbs  

LED Indicator: YES 

HMI: 10.1” Touch Screen 

Payment Mode: Standard: RFID Card (IC Card) ; Option: POS Machine (Debit / Credit Card)  

Efficiency: >95% 

Power Factor: >0.98%(50%~100% Load) 

Harmonics: iTHD < 5% 

MCCB: Overload, Short Circuit, Undervoltage Protection & Residual Current Protection 

Emergency Button: YES 

COMMUNICATION 

Charger V.S. EV: PLC(DIN 70121: 2012/ISO15118-2:2013) 

Communication Protocol: OCPP 1.6 J / OCPP 2.0.1 

Network Interface: WiFi / 3G-4G (SIM Card) / Ethernet 

Interface: CAN Bus / RS485  

ENVIRONMENTAL INDEX 

Operation Temperature: -22°F ~ 122°F [Will Derate From 131°F Or Above] 

Working Humidity: 5% ~ 95% [Without Condensation] 

Working Altitude: < 6,561.68ft, No Derating 

Protection Grade: NEMA Type3 (IP54) / IK10 

Application Scene: Indoor / Outdoor [ With Coverage ]  

Cooling Method: Fan Cooling 

Noise: < 55dB 

SAFETY PROTECTION 

Multiple Protection: Over/Under Voltage Protection | Overload Protection | Short Circuit Protection | Over Temperature Protection | Grounding Protection | Surge Protection 

CERTIFICATION 

ETL: UL 2594, UL2231-1/-2 

Specifications 
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1800mm 

 [70.87 inch] 

800mm 

 [31.5 inch] 

500mm 

 [19.69 inch] 

Dimensions 


